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** Failure to follow this installation manual will void warranty **
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AUTHORS: 
Kieren Grogan 

AUTHORISED BY: 
Kieren Grogan 

CHECKED BY: 
Andrew Donegan 

DOCUMENT ABSTRACT: 
This Installation Manual details the manufacturerΩs installation instructions for installing the Model6253 hǾŜǊ²ŀǘŎƘϰ on a 
Skyjack Mid-Size Rough Terrain Scissor Lift with a Black control Box 

PRODUCT NAME: 
Model6253 hǾŜǊ²ŀǘŎƘϰ hǇŜǊŀǘƻǊ 5ŜǘŜŎǘƛƻƴ {ȅǎǘŜƳ 

REFERENCE DOCUMENTS: 
DO0001195 Model6253 hǾŜǊ²ŀǘŎƘϰ User Manual 

CURRENT DOCUMENT REVISION: 
1.3 

REVISION INFORMATION: 
 

¶ 1.1 Initial Document Creation for installation on a Skyjack SJ-SkyCoded Rough Terrain 

¶ 1.2 Update of wire harness drawings 

¶ 1.3 Update of document name to define RT scissors with a black control box 
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Important Information 

Information contained in this publication regarding this deviceΩs applications and the like, is provided only for your 

convenience and may be superseded by updates. It is your responsibility to ensure that the application or our 

equipment meets with your specifications.  

EQUIPMENT SAFETY SYSTEMS MAKE NO REPRESENTATIONS OR WARRANTIES OF ANY KIND, WHETHER EXPRESSED OR 

IMPLIED, WRITTEN OR ORAL, STATUTORY OR OTHERWISE, RELATED TO THE INFORMATION, INCLUDING, BUT NOT 

LIMITED TO, ITΩS CONDITION, QUALITY, PERFORMANCE, MERCHANTABILITY OR FITNESS FOR PURPOSE.  

Equipment Safety Systems disclaims all liability arising from this information and its use. Use of Equipment Safety 

{ȅǎǘŜƳǎΩ ǇǊƻŘǳŎǘǎ ŀǎ ŎǊƛǘƛŎŀƭ ŎƻƳǇƻƴŜƴǘǎ ƛƴ ƭƛŦŜ ǎǳǇǇƻǊǘ ǎȅǎǘŜƳǎ ƛǎ ƴƻǘ ŀǳǘƘƻǊƛǎŜŘ ŜȄŎŜǇǘ ǿƛǘƘ ŜȄǇǊŜǎǎ ǿǊƛǘǘŜƴ 

approval by Equipment Safety Systems. No licenses are conveyed, implicitly or otherwise, under any Equipment Safety 

Systems intellectual property rights. 

This is a class A product certified to AS/NZS CISPR 22:2006. In a domestic environment this product may 

cause radio interference in which case the user may be required to take adequate measures. 
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Installation Instructions 
If any decals are damaged during the installation process or if any decals are obstructed following the installation, 
they should be replaced accordingly. 

Operator Sensor 

Step Description Diagram 

1. Remove the operator 
control box from the 
machine before 
installation. 

In a clean working area 
open the operator 
control box by removing 
the 6 bolts located at 
the bottom of the plastic 
enclosure to expose the 
internals of the operator 
control box. 

 

 

 

 

2. Drill 5 X 5.2mm holes in 
the locations shown in 
the diagram  
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3. Install the Operator 
Sensor onto the 
supplied mounting plate 
as shown in the 
diagram. The wedge 
blocks must be 
orientated such that the 
sensor twists away from 
the joystick / control 
box. Such that when the 
operator is standing in 
position the sensor is 
pointing towards the 
centreline of the 
ƻǇŜǊŀǘƻǊΩǎ body. 

 

 

 

 

 

 

 
 

4. Mount the Operator 
Sensor Mounting Plate 
to the side of the 
Platform Control Box 
using the supplied nuts, 
bolts, and washes, as 
shown in the diagram. 
Confirm that the wedge 
blocks are installed and 
orientated such that the 
sensor twists away from 
the joystick / control 
box. 
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5. Install the supplied cable 
gland in the location 
shown in the diagram. 
Clamp the wire to the 
side of the enclosure 
using the supplied P-
Clip. 
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Control Module 

Step Description Diagram 

1. Drill the holes specified 
to mount the ECU. 

 

 

 

 

 

 

 

 

 

 

 

2. Mount the ECU module 
using the supplied bolts, 
nuts, and washers. 
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3. Locate the OverWatch 
Plug and Play loom 
AS001987   

 

4. Joystick and Power: 

Disconnect the 9-Pin 
connector from the 
joystick and install the 
OverWatch Harness in 
series with the 
connectors. 
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5. Elevate Connection: 

Install the Orange wire 
from the OverWatch 
Harness to the side of 
the Elevate/Drive switch 
with the Orange wire ID-
09. 

 

 

 

 

 

 

 

 

 

 

 

 

       

6. Drive Connection: 

Install the Violet wire 
from the OverWatch 
Harness to the side of 
the Elevate/Drive switch 
as shown using the 
terminal screw provided 
in the kit. 
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7. Horn Connection: 

At the back of the horn 
push button, Install the 
Horn piggyback wires 
from the OverWatch 
Harness to both sides of 
the switch block, 
terminals 3 and 4, as 
shown in the image. 

 

 

 

 

  

8. Ground Connection: 

Install the black wire 
from the harness to the 
switch block with wire 
ID-02 as shown in the 
image. 

 

9. Trigger Connection: 

Locate the white/yellow 
wire on the joystick 
block. Cut and strip this 
wire and securely install 
the green wire from the 
OverWatch Harness to 
the joystick side. Do the 
same with the blue wire 
from the OverWatch 
harness to the wire on 
the PCB side. Ensure the 
soldered connection is 
solid and use the 
supplied heat shrink to 
insulate. 
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10. Connect the 8-pin 
connector from the 
Operator Sensor and the 
12-pin connector from 
the OverWatch Harness 
to the ECU module 

Use the supplied cable 
ties to combine the 
cables neatly together. 

 

 

    

 

11. Reassemble the control 
box by using the 6 bolts 
taken out earlier.  

 

 

  






















